
MINIMUM 3.00m WIDTH BUS
LANE AS PER GUIDANCE MfS2

DIAGRAM 1041

MINIMUM 3.00m WIDE BUS
LANE AS PER GUIDANCE MfS2

DIAGRAM 1049A

DIAGRAM 1004

DIAGRAM 1003

DIAGRAM 1014

DIAGRAM 1049A
MINIMUM 3.00m WIDE BUS LANE AS PER GUIDANCE MfS2

PROPOSED BUS LANE TO EXTEND
APPROX 40m FROM ROUNDABOUT TO
ALLOW BUSES TO SKIP QUEUING
VEHICLES AND ATTAIN QUICKER
ACCESS TO ROUNDABOUT

DIAGRAM 1050

DIAGRAM 1004

KERBLINE, CARRIAGEWAY AND SHARED USE PATH
REALIGNED TO FACILITATE SOUTHBOUND BUS LANE

SEGREGATED LANE CREATED TO ALLOW VEHICLES
TRAVELING WEST TO BYPASS ROUNDABOUT

EXISTING BUS FACILITIES REMOVED TO
REFLECT FUTURE PLANNED BUS ROUTES

TOUCAN CROSSING PROVIDED TO ENABLE SAFE
CROSSING FOR PEDESTRIANS AND CYCLISTS

BUS BYPASS CREATED AT ROUNDABOUT TO ALLOW
BUSES TO AVOID CONGESTION AT ROUNDABOUT

EXISTING TRAFFIC SIGNALISED JUCTION CONVERTED TO
ROUNDABOUT WITH IMPROVEMENTS TO BUS FACILITIES

EXISTING TRAFFIC SIGNALISED JUCTION CONVERTED TO
ROUNDABOUT WITH IMPROVEMENTS TO BUS FACILITIES

SINGLE STAGE TOUCAN CROSSING PROVIDED TO
ENABLE SAFE CROSSING FOR PEDESTRIANS AND
CYCLISTS

CARRIAGEWAY WIDENED ON BOTH SIDES TO EXTEND
TWO-LANE APPROACH TO NEW ROUNDABOUT

EARTHWORKS TO BE CONFIRMED AT NEXT
DESIGN STAGE FOLLOWING COMPLETION
OF TOPOGRAPHICAL SURVEY

APPROX 50m SECTION OF EXISTING PATH TO BE
REDUNDANT AND CONVERTED TO LANDSCAPING

KEY:

PROPOSED ROAD MARKINGS

EXISTING ROAD MARKINGS TO
BE RETAINED (INDICATIVE)

TACTILE PAVING

PROPOSED BUS LANE

PROPOSED CARRIAGEWAY

KERB

SHARED USE

SOFT VERGE

PROPOSED CONCRETE ISLAND

BRIEF OVERVIEW:

· PROVIDED TWO ROUNDABOUTS WITH
TOUCAN CROSSINGS
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1. Do not scale from this drawing.
2. All dimensions, co-ordinates and levels are

given in metres unless shown otherwise.
3. Concept design is based on Topo Survey data.
4. Traffic modelling required to inform Outline

Design.
5. Pedestrian guardrailing to be retained and

relocated if necessary due to kerb realignment.
6. Signage strategy to be undertaken to determine

appropriate highway, pedestrian and cycle
signage.

7. C3 enquires to be undertaken to determine
required utility diversions.

8. Surface water drainage assessment to be
undertaken to determine that existing highway
drainage network has sufficient capacity for
proposals and amendments made to the
existing network if required
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