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BRIEF OVERVIEW:

e 100m BUS LANE PROVIDED TOWARDS
CONGRESBURY

e THREE ARMED SIGNALISED
JUNCTION. A370 BOUND MOVEMENT
FROM DARK LANE CLOSED. ENTRY
INTO DARK LANE FROM ALL THREE
ARMS ALLOWED.

e BASED ON OS DATA, SEGREGATED
BUS FACILITY TO FACILITATE
SEPARATE BUS SIGNAL STAGE IS NOT
CONSIDERED FEASIBLE. HOWEVER,
THIS CAN BE REVIEWED ONCE
TOPOGRAPHICAL SURVEY DATA HAS
BEEN RECEIVED.

e SOUTHWEST BOUND BUS LANE
REDUCED PRIOR TO JUNCTION DUE
TO INCREASED RISK OF CONFLICT
BETWEEN BUSES AND VEHICLES
TURNING LEFT INTO DARK LANE.

BUS LANE TERMINATED SHORT OF SIGNALISED JUNCTION

DUE TO INSUFFICIENT SPACE TO
SEGREGATION FOR SEPARATE S

AREA TO REMAIN AS EXISTING.

TACTILE PAVING TO
REMAIN AS EXISTING
DIAGRAM 1001
DIAGRAM 1010
DIAGRAM 1048
END OF BUS LANE INDICATED
THROUGH TERMINATION OF

THE DIAGRAM 1049A MARKING.
AS PER TSM CH. 3

PROPOSED KERB TO
TIEINTO EXISTING

DIAGRAM 1014

ROAD MARKINGS TO TIE
INTO EXISTING MARKINGS

\

PROPOSED BUS LANE TO TERMINATE
ON W TOWN ROAD TO ALLOW
SOUTHBOUND BUSES TO STAY IN LANE

PROPOSED BUS LANE AND FOOTWAY LEAD
TO LOSS OF 3No. ONE-HOUR PARKING BAYS

SIGN DIAGRAM 959B

==

Diagram 9508 .

© Crown copyright and database rights 2022

Ordnance Survey 100023397

3m LANE WIDTH AS PER GUIDANCE

'MANUAL FOR STREETS''

BUS LANE ADDED TO WESTBOUND CARRIAGEWAY BY
WIDENING OF THE CARRIAGEWAY TO THE SOUTHEAST.
BUS LANE WIDTH IS 3m, AS PER GUIDANCE 'MANUAL
FOR STREETS 2'

DIAGRAM 1049A
PROVIDE BUS

IGNALISED PHASE.

DIAGRAM 1050

DIAGRAM 1038

DIAGRAM 1004

DIAGRAM 1001

PROVIDING THE BUS LANE UP TO THE STOP LINE WITHOUT
PROVIDING AN ADDITIONAL SIGNAL PHASE COULD RESULT
IN CONFLICT WITH VEHICLES TURNING LEFT INTO DARK
LANE AND BUSES CONTINUING SOUTHWEST.

DIAGRAM 1014

DIAGRAM 1010

SIGN DIAGRAM 877

all

Diagram 877 =

DIAGRAM 1018.1

TACTILE PAVING TO EXTEND TO BACK
OF PROPOSED FOOTWAY.

PROPOSED KERB TO TIE INTO EXISTING.
EXISTING GUARDRAILING TO REMAIN

N ROAD STUDS TO EXTEND TO PROPOSED

KERBLINE.

N

PR
R

TACTILE PAVING TO EXTEND TO
BACK OF PROPOSED FOOTWAY.

DIAGRAM 1046

SIGN DIAGRAM 616

Diagram 616

PROPOSED GUARDRAILING FOR THE
PROPOSED KERBING TO BE CONSISTENT
AS EXISTING GUARDRAILING

DIAGRAM 1018.1

TACTILE PAVING TO EXTEND TO
BACK OF PROPOSED FOOTWAY.

THE OPTION OF CYCLE RAMP CAN BE DONE IF
REQUIRED. HOWEVER THIS WOULD RESULT IN
HAVING TO WIDEN THE EXISTING FOOTWAY TO
SHARED USE. .

DIAGRAM 1012.1 PROPOSED KERB TO TIE INTO

PROPOSED FOOTWAY TO TIE
INTO EXISTING FOOTWAY.

DIAGRAM 1018.1

\ PROPOSED FOOTWAY OF 2m AS PER

GUIDANCE 'INCLUSIVE MOBILITY" (DfT)

\ SIGN DIAGRAM 959B

- _

Diagram 9508 .

DIAGRAM 1048

PROPOSED FOOTWAY REQUIRES CLEARANCE OF
SOFT VERGE AND POSSIBLE RETAINING WALL

EXISTING NORTHEAST KERBLINE.
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NOTES

1. Do not scale from this drawing.

2. All dimensions, co-ordinates and levels are
given in metres unless shown otherwise.

3. Concept design based on Ordnance Survey
Data.

4. Traffic modelling required to inform outline
design

KERB

— — PROPOSED ROAD MARKINGS

- PROPOSED FOOTWAY

EXISTING FOOTWAY

PROPOSED BUS LANE

PROPOSED CARRIAGEWAY

RED BLISTER TACTILE PAVING

PROPOSED DOUBLE YELLOW
LINES

EXISTING GUARDRAILING
PROPOSED GUARDRAILING
PROPOSED REGULATORY SIGN

PROPOSED POSTS
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