
TREES AND RAISED LEVELS IN
ROUNDABOUT TO BE RETAINED DUE TO
ECOLOGICAL AND ENVIRONMENTAL IMPACT

DIAGRAM 1010

DIAGRAM 1048

DIAGRAM 1049A

PROPOSED BUS LANE TO EXTEND APPROX
200m FROM ROUNDABOUT TO ALLOW BUSES
TO SKIP QUEUING VEHICLES AND ATTAIN
QUICKER ACCESS TO ROUNDABOUT

DIAGRAM 1010

DIAGRAM 1048

DIAGRAM 1049A

PROPOSED BUS LANE TO EXTEND APPROX
70m FROM ROUNDABOUT TO ALLOW BUSES TO
SKIP QUEUING VEHICLES AND ATTAIN
QUICKER ACCESS TO ROUNDABOUT

DIAGRAM 1010

DIAGRAM 1048

DIAGRAM 1049A

DIAGRAM 1041
DIAGRAM 1004

CONSIDERATION TO BE GIVEN TO ADD BUS LANES
IN THE INNER SIDE OF THE ROUNDABOUT

CONSIDERATION TO BE GIVEN TO TURN
UNCONTROLLED CROSSINGS TO CONTROLLED ONES

CONSIDERATION TO BE GIVEN TO TURN
UNCONTROLLED CROSSINGS TO CONTROLLED ONES

KERBLINE AND CARRIAGEWAY
REALIGNED TO ALLOW EASTBOUND
BUS LANE TOWARDS ROUNDABOUT

DIAGRAM 1050

DIAGRAM 1050

DIAGRAM 1004
DIAGRAM 1009

DIAGRAM 1004

TSM CHAPTER 5 STATES THAT LANE DESIGNATION ARROWS
SHOULD BE PLACED 15-25m BACK FROM GIVE WAY
MARKINGS, HOWEVER, TO MAXIMISE BUS LANE LENGTH THIS
IS NOT ACHIEVABLE. THEREFORE, AS PER TSM CHAPTER 5
UPRIGHT ADVANCE DIRECTIONAL SIGNAGE IS TO BE USED TO
INDICATE THE CORRECT LANE FOR ROAD USERS

KEY:

KERB

PROPOSED ROAD MARKINGS

PROPOSED BUS LANE

PROPOSED CARRIAGEWAY

EXISTING ROAD MARKINGS TO
BE RETAINED (INDICATIVE)

BRIEF OVERVIEW:

· APPROX. 70m EASTBOUND BUS LANE ON
B3133 PROPOSED.

· APPROX. 200m NORTHBOUND BUS LANE ON
CENTRAL WAY PROPOSED.
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1. Do not scale from this drawing.
2. All dimensions, co-ordinates and levels are

given in metres unless shown otherwise.
3. Concept design is based on Ordnance Survey

data.
4. Traffic modelling required to inform Outline

Design.
5. Pedestrian guardrailing to be retained and

relocated if necessary due to kerb realignment.
6. Signage strategy to be undertaken to determine

appropriate highway, pedestrian and cycle
signage.

7. C3 enquires to be undertaken to determine
required utility diversions.

8. Surface water drainage assessment to be
undertaken to determine that existing highway
drainage network has sufficient capacity for
proposals and amendments made to the
existing network if required
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