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BRIEF OVERVIEW:

APPROX. 70m WESTBOUND BUS LANE ON
SOUTHERN WAY PROPOSED.

REVISION DETAILS:

PROVISION OF EASTBOUND BUS LANE ON

CENTRAL WAY EXTENDED TO START AFTER

TUTTON WAY JUNCTION.

REMOVAL OF APPROX 60m EASTBOUND BUS

LANE ON SOUTHERN WAY

EXISTING SIGNAGE TO BE
MOUNTED ON 2 POSTS

EXISTING BACK OF FOOTWAY ASSUMED AS

LAND OWNERSHIP BOUNDARY. EXISTING
BACK OF FOOTWAY TO BE RETAINED PROPOSED KERBLINE TO TIE INTO EXISTING.

LOCATION TO BE CONFIRMED IN OUTLINE DESIGN
PROPOSED 3.0m SHARED STAGE FOLLOWING TOPOGRAPHICAL SURVEY
USE FACILITY

EXISTING TRAFFIC ISLANDS TO BE AMENDED
TO SUIT REVISED CARRIAGEWAY
ALIGNMENT

LANE ALIGNMENTS AND DESIGNATIONS

CHANGED TO-PROVIDE INFORMAL PRIORITY

TO VEHICLES EGRESSING FROM BUS

ACCESS TO EXISTING FACILITY OVER EASTBOUND GENERAL
MAINTENANCE BAY TO TRAFFIC
BE RETAINED

PROPOSED 3.25m WIDE
BUS LANE - c.71m LENGTH

PROPOSED 3m FOOTWAY

PROPOSED MARKINGS TO TIE INTO
EXISTING MARKINGS PRIOR TO RIGHT
TURN LANE. DETAIL TO BE DETERMINED
FOLLOWING TOPOGRAPHICAL SURVEY

APPROXIMATE LOCATION OF EXISTING UNCONTROLLED CROSSING.
CONSIDERATION TO BE GIVEN TO PROVIDING A CONTROLLED EXISTING BUS STOP RELOCATED

CROSSING FACILITY TO LINK SHARED USE FOOTWAYS/CYCLEWAYS TO WITHIN BUS FACILITY bANE ALIGNMENTS AND DESIGNATIONS

CHANGED TO PROVIDE INFORMAL PRIORITY
TO VEHICLES EGRESSING BUS FACILITY 1
|

OVER WESTBOUND GENERAL TRAFFIC

EXISTING BUS STOP TO BE RETAINED EXISTING TRAFFIC ISLANDS TO BE RETAINED

INSUFFICIENT WIDTH TO ADD DESIGNATED BUS FACILITY
HOWEVER, IT MAY BE FEASIBLE TO EXTEND 2No. LANE SECTION
TO IMPROVE STACKING CAPACITY. TO BE CONFIRMED IN

OUTLINE DESIGN FOLLOWING TOPOGRAPHICAL SURVEY VEHICLE OVERRUN AREA PROVIDED TO

ACCOMMODATE HGV MOVEMENTS FROM
PROPOSED RIGHT TURN ONLY LANES

PROPOSED KERBLINE TO TIE INTO EXISTING.
LOCATION TO BE CONFIRMED IN OUTLINE DESIGN
STAGE FOLLOWING TOPOGRAPHICAL SURVEY
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PROPOSED KERBLINE TO TIE INTO EXISTING.
LOCATION TO BE CONFIRMED IN OUTLINE DESIGN
STAGE FOLLOWING TOPOGRAPHICAL SURVEY
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This drawing has been prepared for the use of AECOM'’s client. It may not be used, modified, reproduced or relied upon by third parties, except as agreed by AECOM or as required by law. AECOM accepts no responsibility, and denies any liability whatsoever, to any party that uses or relies on this drawing without AECOM's express written consent. Do not scale this document. All measurements must be obtained from the stated dimensions.
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NOTES

1. Do not scale from this drawing.

2. All dimensions, co-ordinates and levels are
given in metres unless shown otherwise.

3. Concept design is based on Ordnance Survey
data.

4. Traffic modelling required to inform Outline
Design.

5. Pedestrian guardrailing to be retained and
relocated if necessary due to kerb realignment.

6. Signage strategy to be undertaken to determine
appropriate highway, pedestrian and cycle
signage.

7. C3 enquires to be undertaken to determine
required utility diversions.

8. Surface water drainage assessment to be
undertaken to determine that existing highway
drainage network has sufficient capacity for
proposals and amendments made to the
existing network if required.

KEY:
PROPOSED KERBING
PROPOSED EDGING KERB
PROPOSED CARRIAGEWAY

PROPOSED RED HIGH FRICTION
SURFACING (HFS)

PROPOSED CONCRETE TRAFFIC
ISLAND

PROPOSED FOOTWAY

PROPOSED SHARED USE
FOOTWAY/CYCLEWAY

PROPOSED VEHICLE OVERRUN

PROPOSED LANDSCAPING
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