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Contains Ordnance Survey data.

Permanent national speed limit Sideways safety zone  1.5m preferredSideways safety zone 1.2m minimumLongways safety zone 200m preferred Longways safety zone 100m minimum

Permanent national speed limit 
Sideways safety zone  1.5m preferred
Sideways safety zone 1.2m minimum
Longways safety zone 200m preferred 
Longways safety zone 100m minimum

Permanent national speed limit Sideways safety zone  1.5m preferred

Sideways safety zone 1.2m minimumLongways safety zone 200m preferred Longways safety zone 100m minimum

Prescribed sign to Diagram 610

above and behind cones

or 1m high traffic cones

Three only close spaced 750mm

Running lane(s)

Hard

Shoulder

Verge

DETAIL A

45°

1) During darkness, a single warning light to BS EN 12352:2006

should be provided.

Notes:

2) Traffic cones should conform to diagram 7101.1 and to

BS EN 13422.

DETAIL B

DETAIL C1

9m

DETAIL C2

3m

DETAIL D

18m

A

B

C1

C2

D

Single/Dual carriageway 40mph or less - 450mm traffic cones, spacing 1.5m.

Single/Dual carriageway 50mph or more - 750mm traffic cones, spacing 1.5m.

Dual carriageway national speed limit - 750mm traffic cones, spacing 1.5m, 

relaxation 3m.

Notes:

1) During darkness, warning lights to BS EN 12352:2006 should be provided in 

accordance with Table A1.3 (Appendix 1).

2) 45° tapers have 1.5m spacing, no relaxations.

3) On motorways and NSL AP duals with hard shoulders, 1m cones will be required 

for both standard and relaxation works for lead tapers and the facing wall of lane 

changes.

Single/Dual carriageway 40mph or less - 450mm traffic cones.

Single/Dual carriageway 50mph or more - 750mm traffic cones.

Notes:

1) During darkness, warning lights to BS EN 12352:2006 should be provided in 

accordance with Table A1.3 (Appendix 1).

2) For relaxation to Detail C1 see Table A1.3 (Appendix 1).

Notes:

1) During darkness, warning lights to BS EN 12352:2006 should be provided in 

accordance with Table A1.3.

Single carriageway 40mph or less - 450mm traffic cones.

Single/Dual carriageway 50mph or more - 750mm traffic cones. 

Notes:

1) During darkness, warning lights to BS EN 12352:2006 should be provided in 

accordance with Table A1.3 (Appendix 1).

2) Detail D applies only to relaxation cases.

Single/Dual carriageway 40mph or less - 450mm traffic cones. 

Single/Dual carriageway 50mph or more - 750mm traffic cones.

TRAFFIC MANAGEMENT NOTES:
1) All temporary traffic management shall be in 
accordance with Chapter 8 of the Traffic Signs
Manual.
2) All temporary traffic management shall be in
accordance with the Traffic Signs Regulations and 
General Directions 2016.
3) All temporary traffic management shall conform
to the Safety at Street Works and Road Works, A
Code of Practice.
4) All signing should be located 450mm minimum from 
any carriageway.
5) All temporary traffic management sign locations
are indicative and are subject to on site approval
from the Engineer.
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Please note that the permanent traffic signals will 

need to be switched off by the local highways.

Contains Ordnance Survey data.

Permanent national speed limit Sideways safety zone  1.5m preferredSideways safety zone 1.2m minimumLongways safety zone 200m preferred Longways safety zone 100m minimum

Permanent national speed limit Sideways safety zone  1.5m preferred

Sideways safety zone 1.2m minimumLongways safety zone 200m preferred Longways safety zone 100m minimum

TRAFFIC MANAGEMENT NOTES:
1) All temporary traffic management shall be in 
accordance with Chapter 8 of the Traffic Signs
Manual.
2) All temporary traffic management shall be in
accordance with the Traffic Signs Regulations and 
General Directions 2016.
3) All temporary traffic management shall conform
to the Safety at Street Works and Road Works, A
Code of Practice.
4) All signing should be located 450mm minimum from 
any carriageway.
5) All temporary traffic management sign locations
are indicative and are subject to on site approval
from the Engineer.
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SAFETY ZONE DIMENSIONS
Permanent speed limit 30mph or less

Sideway safety zone 0.5m

Longways safety zone 0.5m

(Dimensions are minimal)

DETAIL B 

DETAIL C1 

9m

Notes:

1) During darkness, warning lights to BS EN 12352:2006 should be 

provided in accordance with Table A1.3 (Appendix 1).
2) 45° tapers have 1.2m spacing, no relaxations.

3)  On motorways and all-purpose dual carriageway roads with hard 

shoulders on which the national speed limit applies, 1m cones will be 

required for both standard works and works for which relaxations may be 

applied, for both lead tapers and the facing wall of a lane change.

Single Carriageway 40mph or less - 450mm traffic cones, spacing 1.5m.

Single Carriageway 50mph or more - 750mm traffic cones, spacing 1.5m.

Single Carriageway 40mph or less - 450mm traffic cones.

Single Carriageway 50mph or more - 750mm traffic cones.

Notes:

1) During darkness, warning lights to BS EN 12352:2006 should 

be provided in accordance with Table A1.3 (Appendix 1).

2) For relaxation to Detail C1 se Table A1.3 (Appendix1).
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Contains Ordnance Survey data.

Permanent national speed limit Sideways safety zone  1.5m preferredSideways safety zone 1.2m minimumLongways safety zone 200m preferred Longways safety zone 100m minimum

Permanent national speed limit Sideways safety zone  1.5m preferred

Sideways safety zone 1.2m minimumLongways safety zone 200m preferred Longways safety zone 100m minimum

TRAFFIC MANAGEMENT NOTES:
1) All temporary traffic management shall be in 
accordance with Chapter 8 of the Traffic Signs
Manual.
2) All temporary traffic management shall be in
accordance with the Traffic Signs Regulations and 
General Directions 2016.
3) All temporary traffic management shall conform
to the Safety at Street Works and Road Works, A
Code of Practice.
4) All signing should be located 450mm minimum from 
any carriageway.
5) All temporary traffic management sign locations
are indicative and are subject to on site approval
from the Engineer.
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